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/ MITES 3/4 INC OTOMATIK AKARYAKIT
TABANCASI-ATEX

Uriiniimiiz 3/4" NPT dis girisiyle akaryakit pompalarinda ve
tankerlerde kullanilmak tizere tasarlanmistir. TS EN13012
standartlarinda Uretilmis, ATEX sertifikasina sahip
Urinuimuz uzun 6Gmurlidir. Kablolu ve kablosuz tim
akaryakit pompa otomasyon kitleri ile uyumludur. 3
kademeli dolum sistemi sayesinde farkli debilerde dolum
imkani saglar. Dolum sirasinda yakit seviyesi tabancanin
ucuna geldiginde otomatik olarak tetigi attirarak yakit
vermeyi keser. Ayrica tabancanin aractan diismesi gibi
durumlarda da otomatik olarak yakit vermeyi keserek
emniyetli bir seklide dolum saglar. Motorin (diesel) icin
kalin boru u¢lu modelimiz, benzin icin ince boru uclu
model tercih edilmelidir. Farkli renk kilif secenekleri

mevcuttur.
Model: 3/4 " Otomatik Akaryakit Tabancasi
Debi (QMin-QMax): 50-60 L/dk
Ortam Calisma Sicakhg:: -30°C/ +60°C
Tip: 3 Kademeli, Otomatik
Agirhik: 1,00 Kg
Ebat (BXExD): 340%x250%x37 mm
Buhar Geri Doniisiim: Yok
Sertifikalar: ATEX

Uriin Kodu:




	kodx_product_title: MİTES 3/4 INC OTOMATİK AKARYAKIT TABANCASI-ATEX
	kodx_product_description: Ürünümüz 3/4" NPT diş girişiyle akaryakıt pompalarında ve tankerlerde kullanılmak üzere tasarlanmıştır. TS EN13012 standartlarında üretilmiş, ATEX sertifikasına sahip ürünümüz uzun ömürlüdür.  Kablolu ve kablosuz tüm akaryakıt pompa otomasyon kitleri ile uyumludur. 3 kademeli dolum sistemi sayesinde farklı debilerde dolum imkanı sağlar. Dolum sırasında yakıt seviyesi tabancanın ucuna geldiğinde otomatik olarak tetiği attırarak yakıt vermeyi keser. Ayrıca tabancanın araçtan düşmesi gibi durumlarda da otomatik olarak yakıt vermeyi keserek emniyetli bir şeklide dolum sağlar. Motorin (diesel) için kalın boru uçlu modelimiz, benzin için ince boru uçlu model tercih edilmelidir. Farklı renk kılıf seçenekleri mevcuttur.
	kodx_product_specs_title_0: Model:
	kodx_product_specs_title_1: Debi (QMin-QMax):
	kodx_product_specs_title_2: Ortam Çalışma Sıcaklığı:
	kodx_product_specs_title_3: Tip:
	kodx_product_specs_title_4: Ağırlık:
	kodx_product_specs_title_5: Ebat (BxExD):
	kodx_product_specs_title_6: Buhar Geri Dönüşüm:
	kodx_product_specs_title_7: Sertifikalar:
	kodx_product_specs_title_8: 
	kodx_product_specs_title_9: 
	kodx_product_specs_title_10: 
	kodx_product_specs_title_11: 
	kodx_product_specs_title_12: 
	kodx_product_specs_title_13: 
	kodx_product_specs_value_0: 3/4 " Otomatik Akaryakıt Tabancası
	kodx_product_specs_value_1: 50-60 L/dk
	kodx_product_specs_value_2: -30°C / +60°C
	kodx_product_specs_value_3: 3 Kademeli, Otomatik
	kodx_product_specs_value_4: 1,00 Kg
	kodx_product_specs_value_5: 340×250×37 mm
	kodx_product_specs_value_6: Yok
	kodx_product_specs_value_7: ATEX
	kodx_product_specs_value_8: 
	kodx_product_specs_value_9: 
	kodx_product_specs_value_10: 
	kodx_product_specs_value_11: 
	kodx_product_specs_value_12: 
	kodx_product_specs_value_13: 
	kodx_product_code: Ürün Kodu:
	kodx_product_code_number: 
	kodx_product_qr: 
	kodx_product_img_0: 
	kodx_product_img_1: 
	kodx_product_img_2: 


